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STABILIZE RIVERBANK AT FITZWATER  
ALONG THE CUYAHOGA RIVER 

CUYAHOGA VALLEY NATIONAL PARK 
 

FLOODPLAIN STATEMENT OF FINDINGS 

 
INTRODUCTION 

Executive Order (EO) 11988, “Floodplain Management,” and EO 13690, “Establishing a Federal 
Flood Risk Management Standard and a Process for Further Soliciting and Considering Stakeholder 
Input,” require the National Park Service (NPS) and other federal agencies to evaluate the likely 
impacts of actions in floodplains. The objective of EO 11988 is to avoid, to the extent possible, the 
long-term and short-term adverse impacts associated with occupancy, modification, or destruction of 
floodplains and to avoid indirect support of development and new construction in such areas wherever 
there is a practicable alternative. EO 13690 was issued to establish a Flood Risk Management 
Standard for federally funded projects to improve the nation’s resilience to floods and to ensure new 
federal infrastructure will last as long as intended. The NPS administers floodplain policy through 
Director’s Order 77-2: Floodplain Management (DO 77-2) and Procedural Manual 77-2 Floodplain 
Management (PM 77-2). 

It is NPS policy to preserve floodplain functions and values and minimize potentially hazardous 
conditions associated with flooding, including threats to human health/life, risk to capital (NPS) 
investment, and impacts on natural and beneficial floodplain values. If a proposed action is found to be 
in an applicable regulatory floodplain with associated impacts and relocating the action to a non-
floodplain site is considered not to be a practicable alternative, a formal floodplain “Statement of 
Findings” must be prepared. The “Statement of Findings” must (a) quantify flood conditions and 
associated hazards as a basis for management decision making, (b) describe the rationale for selection 
of a floodplain site, (c) disclose the resources and amount of risk associated with the chosen site, and 
(d) explain flood mitigation plans. The “Statement of Findings” will be available for public review and 
comment through the National Environmental Policy Act Environmental Assessment. 

This Floodplain Statement of Findings: 

 Quantifies the flood hazard associated with the riverbank stabilization at these locations along 
the Cuyahoga River in Cuyahoga Valley National Park (CVNP or Park):  

o Towpath Trail: Fitzwater 
 Presents the rationale for the development of proposed project within the regulatory floodplain 

of the Cuyahoga River. 
 Documents the anticipated negative impacts of these improvements on human health/life, 

capital investment, and floodplain functions and values. 
 Presents mitigations to these impacts. 
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PROJECT LOCATION 

This project is along the Cuyahoga River in the North District of CVNP near State Route 82 (Figure 
1). The project site, on the east bank of the Cuyahoga River north of 82, is along the historic Ohio & 
Erie Canal Towpath Trail in Cuyahoga County, Ohio. The Towpath Trail is a popular multi-use trail 
and an important element in the growing regional trail network that runs alongside the Ohio & Erie 
Canal Historic District (Ohio & Erie Canal), a portion of which is a National Historic Landmark 
(NHL). This segment of the Cuyahoga River is part of the Cuyahoga River Water Trail, which was 
established in 2019. Approximately 20 miles of the over 87-mile Cuyahoga River Water Trail lies 
within the Park (Cuyahoga River Water Trails 2019). This segment of the Cuyahoga River does not 
meet the eligibility requirements for inclusion into the National Wild and Scenic River System (NPS 
2019b). 
 

   

Figure 1 – Project Location in Cuyahoga Valley National Park 
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PROPOSED ACTION 

The purpose of the Proposed Action is to stabilize the Cuyahoga Riverbank for the protection of 
cultural resources and to improve the visitor experience by maintaining infrastructure and providing 
educational and recreational opportunities. The need for the Proposed Action is for the protection of 
the historical, cultural, and recreational resources, as well as to protect employees and the public from 
the erosional effects resulting from the fluvial processes of the Cuyahoga River and its tributaries 
within CVNP boundaries. 

The Cuyahoga River Ecosystem, Ohio & Erie Canal and CVNP’s Trail, Water, and Rail Network are 
all identified as Fundamental Resources and Values (FRVs) in the Park’s Foundation Document (NPS 
2013). Erosion, unstable soils, and slumping are identified threats to these FRVs in the Foundation 
Document. 

The U.S. Army Corps of Engineers (USACE) completed a study (USACE Buffalo District, 2018) and 
identified an increasing trend in daily mean flows. Land use development is the likely cause of the 
increased daily mean flows within the watershed and is the most likely contributor to streambank 
erosion within CVNP. Much of the 583-square mile watershed draining into this segment of the 
Cuyahoga River lies outside the CVNP boundary (the entire area of CVNP is just over 50 square 
miles). Therefore, the study concluded that, since nothing can be done about development outside of 
the limits of the Park, projects should be implemented in the Park to (1) stabilize streambanks to 
directly target eroding streambanks and halt streambank erosion at project-specific locations and (2) 
increase the Cuyahoga River’s access to floodplains at lower flows to reduce peak flow rates during 
rainfall events that would typically initiate streambank erosion. The project’s intent is to address the 
first recommendation from the study which is to halt streambank erosion at project-specific locations. 
CVNP is planning future projects to address the second recommendation which is to increase the 
Cuyahoga River’s access to floodplains at lower flows.  

The USACE assessment recommended stabilization project locations based on estimated erosion rates 
and distances to critical infrastructure based on 2011 aerial imagery. The site proposed as a part of this 
project area was refined based on evidence of further erosion that has taken place since 2011 and 
ground truthing the distance to critical infrastructure.   

A Value Analysis Workshop for this project was held on June 16 and 17, 2021 (Kirk Associates, LLC 
2021) and focused on selecting preferred alternatives using “Choosing by Advantages” and “Life 
Cycle Costing,” brainstorming ideas to add value to the project, maintainability, accessibility of 
visitors, cultural resources, protection of the natural riverine system, timely project schedule, and 
environmental sensitivity during construction. A brush mattress was identified as the preferred 
alternative for this location. 

A bathymetric and topographic survey and geotechnical investigations were performed and included a 
slope stability analysis. The slope stability analysis indicated that the existing factor of safety is 1.5 
(RiverReach Construction, et. al, 2024). A factor of safety of 1.3 or higher is required for the Towpath 
Trail. A morphological assessment, ecological assessment, and hydraulic modeling were also 
performed, and details can be found in the 2021 Basis of Design Reports for the Towpath Trail and 
Valley Railway (HDR, 2021) and the 2024 Basis of Design Report (RiverReach Construction et al. 
2024) 

The 2024 Basis of Design Report concluded that the steep, nearly vertical nature of the stream banks is 
a major factor of erosion along with increasing sediment bar formation. Sediment bar formation and 
continued bar development facilitates the lateral erosion and stream pattern. As a result, the principal 
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risk to infrastructure at the project sites is slope failure, worsened by ongoing lateral erosion from the 
Cuyahoga River.   

The Proposed Action project areas will become more resistant to lateral erosion and pattern adjustment 
post-stabilization from the designed modifications of the bank slope, channel geometry, and surface 
protection in the form of rock scour protection and bioengineering. 

The design objective is to stabilize the streambank at this critical infrastructure location to establish a 
stable streambank slope resilient to significant slumping or settlement. The components of this design 
includes providing protection from erosive forces with rock toe buttress and vegetation (Figure 2). The 
rock toe buttress will provide a more effective long-term and stable solution compared to the brush 
mattress identified in the Value Analysis since it will not break down over time and will provide toe 
protection to allow backfill of soil material and vegetative growth. To limit the amount of rock used, 
the design does not include extending the rock up to the bankfull elevation and is only proposed where 
necessary at the toe. 

Given the distance of the trail edge to the edge of the river, the rock buttress approach provided the 
most effective long-term and stable solution compared to a brush mattress. A brush mattress has a 
short life expectancy in a riverine system if exposed above water. If used at the Fitzwater site, the 
majority of the brush mattress would be exposed given the near bank water depths. Further, brush is 
generally considered material of smaller diameter and, therefore, would break down sooner and 
become obsolete for toe protection. While a brush mattress could be implemented in this area, our 
team recommended a more long-term solution for NPS. The rock achieves that stabilization goal best 
because rock will not break down over time and will ultimately provide the best toe of slope 
protection. Protection of the toe of the slope is most important to provide the stability for vegetation on 
the backfill to establish and ultimately become the resilient foundation of the slope stability. 
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Figure 2 – Towpath Trail Fitzwater Floodplain & Project Boundaries 

The project site is constrained by bridges both upstream and downstream, with low river sinuosity 
limiting significant changes to the river's pattern. The existing low gradient and near-bank water 
depths allow for stabilization approaches that require less heavy armoring compared to other project 
locations. The design approach includes improving the slope angle and introducing native vegetation 
to enhance stability, while also accelerating natural deposition at the bank toe to further reduce near-
bank stress (NBS) and buffer against erosion. 

Erosion hazard is typically evaluated with respect to bank conditions such as height of bank, bank 
angle, composition of the bank soils/material and surface protection. Besides these physical 
characteristics the amount of energy exerted in the near bank area is described as NBS. Water depth is 
a principle determinant of NBS as a function of the depth of water during flood flow and erosive shear 
stress at the toe of bank location. Loss at the streambank toe or base of the bank is a cause of bank 
failure, cavitation, and rotational failure. The Fitzwater project site has a relatively low NBS energy 
regime due to the shallow depths of water at the toe of the bank. These depths allowed our team to 
have confidence in only using a minimal amount of rock at the toe for protection rather than creating a 
rock toe trench or more rock to guard against excessive scour potential.  

Secondarily, the overall design approach was informed by an analysis of the existing depositional 
patterns, recognition of these depositional trends that are building towards the toe of the project bank, 
and depositional patterns along the right-descending bank as evidenced by aerial photography. 
Deposition at the toe of a failing bank is desirable, as it serves to further lower NBS and directly buffer 
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the toe of the streambank from erosion.  Thus, the design works with the trend of deposition at this 
project location allowing for the use of minimal rock and soil backfill and constructing a more stable 
slope-angled bank, along with further stabilization by planting native vegetation. As deposition 
continues along the right-descending bank post-construction, the bank will become more resilient 
against erosion. 

The design for the installation of a rock toe buttress will set the foundation of the new streambank 
slope at a location to help achieve the 5-foot minimum required shoulder for the Towpath Trail 
(Figures 3 and 4). This approach will also greatly reduce the potential for lateral erosion with the 
planting and growth of new native vegetation. The fill slope will be capped with imported topsoil and 
seeded with a native seed mix. Additionally, live stakes will be installed along the edge of placed rock 
to provide additional bioengineering, habitat and roughness. 

Comparative impacts are detailed in Table 1, with Figures 3 and 4 showing fill slope and toe 
stabilization methods, and Figure 5 illustrating staging areas and impacts. 

 

Table 1 
Hydraulic Analysis - Towpath Trail: Fitzwater 

 1-Yr 1.5-Yr 10-Yr 100-Yr 
 Avg Max Avg Max Avg Max Avg Max 
Existing Channel Velocity 
(ft/s) 

2.65 3.96 2.81 4.10 3.10 4.45 3.54 4.84 

Proposed Channel Velocity 
(ft/s) 

2.65 3.97 2.81 4.11 3.09 4.45 3.54 4.84 

Difference: Channel Velocity 
(ft/s) 

0.00 0.01 0.00 0.01 -0.01 0.00 0.00 0.00 

Existing Shear Stress (psf) 0.15 0.78 0.16 0.71 0.19 0.9 0.24 1.10 
Proposed Shear Stress (psf) 0.15 0.79 0.16 0.72 0.19 0.90 0.24 1.10 
Difference: Shear Stress (psf) 0.00 0.01 0.00 0.01 0.00 0.00 0.00 0.00 
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Figure 2 – Typical Rock Toe Buttress Detail 
 
 

 
Figure 3 – Typical Fill Slope and Rock Toe Detail 
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Figure 4 – Fitzwater project showing permanent impacts (indicated by yellow polygon) and proposed 
staging area (indicated by green polygon) from Sheet 9 of enclosed drawings. 
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JUSTIFICATION FOR USE OF THE FLOODPLAIN 

INVESTIGATION OF ALTERNATIVE SITES 

No practicable alternatives exist for locating the project outside of the regulatory floodplain because 
the proposed action involves protecting significant historic, cultural, and recreational resources within 
the Park that are already located within the floodplain. The location of the proposed action in the 
floodplain is dictated by the location of the resources that the proposed action is intended to protect. 

JUSTIFICATION FOR FLOODPLAIN LOCATION 

The 2004 Programmatic Environmental Assessment (NPS 2004) evaluated a no-action alternative. 
While no action would partially accomplish the objective of preserving the values of the Cuyahoga 
River, its tributaries, and its floodplain by allowing the natural processes of scour and deposition to 
continue unabated, it significantly diminishes the historical, cultural, and recreational values of the 
Towpath Trail. Also, the sediment processes on the Cuyahoga River and its tributaries cannot be 
regarded as naturally occurring, given the level of development within the watershed. The Cuyahoga 
River is presently in an altered state due to man-induced actions and climactic changes are putting the 
streambank under great stress. Unfortunately, the Park has numerous sections of the Towpath Trail 
that occupies a narrow strip of land between the canal to the east and the Cuyahoga River to the west. 
With the increase in sediment from erosion and depositional processes, the river will shift and change 
the geometry of the system. No action would result in the eventual closing of the Towpath Trail. 

FLOODPLAIN DESCRIPTION, STANDARDS AND RISK 

DETERMINATION OF ACTION CLASS AND REGULATORY FLOODPLAIN 

Following PM 77-2 (NPS 2003), three action classes were considered when establishing the regulatory 
floodplain: 

1. Class I Actions include location or construction of administrative, residential, warehouse, and 
maintenance buildings; non-excepted parking lots; or other man-made features which by their 
nature entice or require individuals to occupy the site, are prone to flood damage or result in 
impacts to natural floodplain values.  

2. Class II Actions include any activity for which even a slight chance of flooding is too great 
such as construction of schools, medical facilities, emergency services, hazardous material 
storage, and records/collections storage. 

3. Class III Actions include any action that involves human occupation or substantial human 
exposure in high-hazard areas such as drainages subject to flash flooding. 

This project constitutes a Class I Action. The regulatory floodplain for Class I actions is the 1-percent 
annual exceedance probability flood, also referred to as the 100-year flood or the base flood (DO #77-
2). 
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DETERMINATION OF FEDERAL FLOOD RISK MANAGEMENT STANDARD 

Additionally, following EO 13690, any proposed action that involves federal capital investment must 
include a Federal Flood Risk Management Standard (FFRMS) for new construction, substantial 
improvement, or repairing substantial damage. Per the Federal Emergency Management Agency’s 
implementing guidelines for EOs 11988 and 13690, agencies may select one of three approaches to 
implementing the flood resiliency:  

 Climate-Informed Science Approach (CISA) – the elevation and flood hazard area that result 
from using the best-available, actionable hydrologic and hydraulic data and methods that 
integrate current and future changes in flooding, including climate change and other physical 
processes (e.g. land-use change) 

 Freeboard Value Approach (FVA) – the elevation and flood hazard area that result from 
adding an additional 2 feet to the base flood elevation for non-Critical Actions and by adding 
an additional 3 feet to the base flood elevation for Critical Actions 

 0.2-Percent Annual Chance Flood Approach (0.2PFA) – the area subject to flooding by the 
0.2-percent annual chance flood 

For the proposed project, a Freeboard Value Approach establishing FFRMS flood elevations is 
employed. This method adds 2 feet to the base flood elevation (BFE). Therefore, the regulatory 
floodplain for the proposed action is the 100-year flood elevation plus 2 feet added to the BFE. 

The existing floodplain within the entire NPS Park Boundary was mapped using the National Flood 
Hazard Layer, which is based on Cuyahoga County Flood Insurance Study (FIS) 39035C (Effective 
2010), Flood Insurance Rate Map (FIRM) 39035C0326E. The project is mapped as a Zone A, so BFEs 
were calculated by GPD Group (RiverReach Construction et al. 2024) utilizing USACE’s 2-
dimensional Hydrologic Engineering Center’s River Analysis System (HEC-RAS) modeling program 
version 6.3.1. BFEs are shown in Table 3. 

DESCRIPTION OF SITE-SPECIFIC FLOOD RISK 

Table 3 quantifies the flooding of the infrastructure (Towpath Trail). 

 Table 3: Site-Specific Flood Risk 

 
Project Site 

Infrastructure 
Elevation (ft) 

FFRMS 
Flood 

Elevation (ft) 

Existing BFE 
(ft) 

Proposed BFE 
(ft) 

Difference in 
BFE (ft) 

Fitzwater 619.22 623.25 621.25 621.25 0.0 

 

As defined in the 2004 Programmatic Environmental Assessment, any rise in the BFE of less than 0.1 
feet is considered a negligible adverse direct impact. No rise in BFE is anticipated from the proposed 
action. 

Potential Risk to Human Health and Safety 

The proposed action does not increase the potential risk to human health and safety. CVNP has a 
Flood Response Pocket Guide (CUVA, 2019a) and a Flood Plan (CUVA n.d.) that mitigates any 
potential risk to human health and safety for those recreating or working on the Towpath Trail in the 
vicinity of these project sites.  
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Potential Risk to Property 

The proposed action does not increase the potential risk to property. There are no facilities, including 
buildings, restrooms, or campgrounds, in the floodplain in this area.  

Potential Risk to Floodplain Values 

The proposed action will affect fluvial geomorphologic processes, which are referred to as 
natural river processes. A fluvial geomorphology assessment of the Cuyahoga River was 
conducted in 1997 (NPS 2004) and the river was classified using the Rosgen Classification 
System which quantifies a stream’s variables, or morphologic characteristics, in varying levels 
of resolution from broad characterizations to site specific descriptions. The key variables used 
in the analysis include gradient, bankfull width and depth, sinuosity, valley confinement, and 
particle size. Bankfull refers to the discharge that fills a stable alluvial channel up to the 
elevation of the active. Sinuosity is defined as the stream length divided by the valley length. 
The first four variables are used to categorize the stream into one of seven major types. The last 
variable, particle size, is used to further define the stream type. Particle size is the median 
diameter of channel materials, as sampled from the channel bed surface, between the bankfull 
stage and thalweg elevations. It was determined that, in general, the river exhibits 
characteristics of a type C5 morphology within most of CVNP, with some reaches exhibiting a 
type F5 morphology. Both C5 and F5 streams are typically very highly sensitive to disturbance, 
have a very high sediment supply, and have a high to very high streambank erosion potential.  
 
The mechanisms of bank failure include: erosion at the toe (the lowest part of the 
embankment); erosion of the upper banks; bank failures resulting from mass removal of the 
toe; translational failures related to seepage lenses in the bank; and rotational failures due to 
surcharge loads and moment forces from large trees on the banks.  
 
The effect on natural river processes relates to the length of armoring of existing eroding 
channel banks that presently provides a source of fine-grained sediments to the river. The 
Cuyahoga River, apart from any significant outside influences, may be considered to be in a 
state of dynamic equilibrium where the overall system has adjusted its width, depth, and slope 
so that the channel is neither aggrading nor degrading. Dynamic equilibrium, as defined here, is 
not a static condition, but one in which the river or stream is free to adjust laterally through 
bank erosion and bar building. So, a channel that is migrating laterally by eroding one of its 
banks and depositing material on the opposite bank at a similar rate is still considered to be in a 
state of dynamic equilibrium, within the Natural Range of Variability (NRV).  
 
This riverbank stabilization project changes the bank surface conditions from one that consists 
of silts and clays to a riprap armored lower bank and an upper bank that is stabilized with 
vegetation. This action reduces the local sediment supply to the system. This implies channel 
degradation (if critical shear stresses are less than the bed shear stresses) if the channel bottom 
is not armored or is predominantly bedrock, which could cause toe erosion in nearby locations 
of the stream. Proven tools to quantify these effects do not exist; however, as the length of 
channel bank armoring increases, deficiencies in sediment supply must be offset by an increase 
in sediment supply from other sections of channel bank, or from the channel bed. So, tracking 
the change in the percentage of riverbank armoring can be used as an indicator of possible 
impacts on natural river processes. 
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The proposed action includes 180 feet of bank armoring in Reach 6 of the Cuyahoga River defined in 
the 2004 Programmatic Environmental Assessment. The 2004 Programmatic Environmental 
Assessment already planned for 225 feet of armoring at this site (referred to as Station 610+00). 
However, only 28 linear feet of armoring from the previous stabilization project is intact. This 
armoring is proposed to be reshaped during this project. Since 225 feet of armoring was previously 
planned for this site, and 180 feet of armoring is proposed for this project, there is no additional impact 
tot his reach of the Cuyahoga River beyond what was previously discussed in the 2004 Programmatic 
Environmental Assessment. 

Based on the cumulative impacts calculated as part of the 2004 Programmatic Environmental 
Assessment, there has been a 44.3% increase in bank armoring on this reach of the Cuyahoga River. 
This is classified as a moderate adverse direct impact. The right descending bank of the project reach 
will no longer adjust as a dynamic system with respect to horizontal streambanks. Vertically, the 
underlying bedrock is resistive to stream slope and bed changes through this reach. Disruptions to the 
NRV in this reach may be long-term.  

Impacts on aquatic habitat were also evaluated using the Qualitative Habitat Evaluation Index 
(QHEI). The QHEI is a multi-metric subjective evaluation assessing critical physical habitat 
components for fish populations. The project scored a 47.5, which is consistent with a narrative ranging 
of ‘Fair’ and designates the reach as ‘Warmwater Habitat’ with regards to the ALU potential. The use 
of live stakes, native seeding, and preservation of existing vegetation will provide long term stability 
and help improve aquatic habitat along this project. (RiverReach Construction et al. 2024). 

FLOODPLAIN IMPACT MITIGATION MEASURES 

The proposed action will not increase the risk of flooding or increase the hazards to human life and 
property; therefore, flood hazard mitigation measures are not required. Impacts to floodplain values 
will be minimal and mitigated, to some extent, through use of natural materials for the riverbank 
stabilization.  

The structures and facilities associated with this action are required to be consistent with the intent of 
the standards and criteria of the National Flood Insurance Program (44 CFR Part 60). To comply with 
the intent of these regulations, all new construction will:  

 Be designed (or modified) and adequately anchored to prevent floatation, collapse, or lateral 
movement of the structure resulting from hydrodynamic and hydrostatic loads, including the 
effects of buoyancy; [44 CFR Part 60.3(a) (3) (i)]  

 Be constructed with materials resistant to flood damage; [44 CFR Part 60.3(a) (3) (ii)]  

 Be constructed by methods and practices that minimize flood damages; [44 CFR Part 60.3(a) 
(3) (iii)]; and  

 Maintain or increase the distance of the buffer from the edge of the average water surface to 
the Towpath Trail. Within this buffer, native seeding will occur in disturbed areas. [44 CFR 
Part 60.5 (b) (2)]   

Most of the actions for the riverbank stabilization will infringe upon either an adopted regulated 
floodway or upon a floodway if one were to be calculated. It will not be possible to comply with this 
aspect of DO 77-2 and the NFIP [44 CFR Part 60.3(d) (3)]. However, since CVNP occupies both sides 
of the Cuyahoga River, and a portion of the Park’s mission is to restore and preserve the natural and 
beneficial values served by the floodplain, the floodplain will never be developed to a significantly 
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greater extent than it is now. Therefore, this action can be considered to comply with the intent DO 77-
2, EO 11988, and EO 13690 in this regard.  

 

SUMMARY 

The NPS has determined that implementing the proposed action to stabilize the riverbank at Fitzwater 
along the Cuyahoga River is an essential preservation maintenance action needed to protect portions of 
the linear historic district affected by the migration of the river channel. There are no practicable 
alternative locations for this action and there is no risk to human health and safety or property. Impacts 
to the floodplain values resulting from the proposed project are minor and mitigation strategies will be 
implemented as much as possible.  

Therefore, it is determined that the Proposed Action is consistent with Executive Order 11988 
(Floodplain Management), Executive Order 13690 (Establishing a Federal Flood Risk Management 
Standard and a Process for Further Soliciting and Considering Stakeholder Input), Director’s Order 
#77-2 (Floodplain Management), and NPS Procedural Manual #77-2 (Floodplain Management).  
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