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12.0112.01

2
A301

2
A301

10.01

05.02

05.03 <E> WALL TO REMAIN

<N> WALL, RE: G002, WALL TYPES.

LEGEND
INTERIOR FACE OF EXTERIOR WALL: INSTALL <N> 2X FURRING, INSULATION 
FROM FLOOR TO STRUCTURE ABOVE, SEAL ALL <E> PENETRATIONS AND 
GAPS (FROM INSIDE WALL CAVITY ). INSTALL <N> GYP BD WALL FINISH FROM 
FLOOR TO STRUCTURE ABOVE. REINSTALL SALVAGED WD TRIM AND WD 
FURRING. RE: FINISH SCHEDULE FOR ADDITIONAL INFORMATION.

<N> WINDOW, RE: A510, WINDOW SCHEDULE.

<N> DOOR, RE: A501, DOOR SCHEDULE.

<E> DOOR TO REMAIN, RE: A501, DOOR SCHEDULE.

GENERAL NOTES
1.
2.
3.

4.
5.
6.
7.

8.
9.

10.
11.

12.

REFER TO ALL DISCIPLINES AND ENLARGED PLANS AND KEYNOTES  FOR THE FULL SCOPE OF WORK.
REFER TO SHEET G005 FOR WALL TYPES.
ADMIN WING/VISITOR CENTER FINISHED FLOOR ELEVATION: 100'-0" = USGS 8726.5'. COMFORT STATION 
FINISHED FLOOR ELEVATION: 100'-0" = USGS 8725.8'. RE: CIVIL
CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL ELEMENTS/MATERIALS TO REMAIN.
REFER TO FINISH PLAN AND SCHEDULE FOR ADDITIONAL INFORMATION.
PATCH ALL MISCELLANEOUS HOLES, TO MATCH ADJACENT, UON.
PATCH <E> FINISHES TO REMAIN AS NOTED. TRANSITION TO <N> FINISHES TO BLEND AND APPEAR 
SEAMLESS.
PATCH IN-KIND ALL FINISHES IMPACTED BY CONSTRUCTION ACTIVITIES. 
ALL EXTERIOR DOORS, WINDOWS, FASCIAS, SOFFITS, COLUMNS, BEAMS TO REMAIN SHALL BE 
PREPARED AND REFINISHED. 
REFER TO WINDOW AND DOOR SCHEDULE FOR FULL SCOPE OF <N> OR REHABILITATION WORK.
EXHIBIT DESIGN NOT SHOWN FOR CLARITY. REFER TO EXHIBIT DESIGN PACKAGE BY OTHERS. 
CONSTRUCTION, AND INSTALLATION BY OTHERS.
PAINT ALL EXPOSED CONDUIT TO MATCH ADJACENT WALL/CEILING FINISH WITH DIRECT TO METAL 
PAINT.
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OVERALL FLOOR PLAN

NOT FOR
CONSTRUCTION

PRELIMINARY
100% DRAFT CD

SCALEA101 A
OVERALL FLOOR PLAN1

TRUE PLAN

80 168

SCALE OF FEET

KEYNOTES
05.02 <N> METAL SLAT SCREEN AROUND NEW MECHANICAL EQUIPMENT. PROVIDE CONC PIER

FOUNDATION AT EACH POST. RE: STRUCT, MECH AND CIVIL.
05.03 <N> STEEL HANDRAIL, RE: CIVIL.
10.01 <N> SURFACE MOUNTED FIRE EXTINGUISHER CABINET
12.01 <N> EXHIBIT LAYOUT PROVIDED FOR REFERENCE ONLY.  RE: EXHIBIT DESIGN PACKAGE BY

OTHERS. INFRASTRUCTURE FOR EXHIBIT DESIGN TO BE PROVIDED AS PART OF THIS
PROJECT. EXHIBIT FABRICATION AND INSTALLATION BY OTHERS.
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06.06 23.01

A1 A1 A1 A1 A1 A1 A1 A1 A1 A1 A1 A1
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/- 
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�

 +/- 3' - 1 3/4"

GENERAL NOTES
1.

2.

3.
4.
5.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL ELEMENTS/MATERIALS TO 
REMAIN. 
ALL EXTERIOR WOOD ELEMENTS (WINDOWS, BEAMS, SOFFITS, FASCIAS, TRIM, COLUMNS, ETC.) 
SHALL BE PREPARED AND REPAINTED. REFER TO A520 FOR EXTERIOR FINISH SCHEDULE. 
ALLOW 10% OF WOOD DUTCHMAN REPAIR. PAINT SURFACE MOUNTED PIPES AND CONDUIT TO 
MATCH ADJACENT.
GENTLE CLEANING OF ALL <E> MASONRY
REFER TO DOOR AND WINDOW SCHEDULES FOR FULL SCOPE OF WORK.
PROVIDE UV FILM AT ALL NON-SCHEDULED STOREFRONT WINDOWS. 

TITLE OF SHEETSUB SHEET NO.DESIGNED:

TECH REVIEW:

DATE:

DRAWING NO.

PMIS/PKG NO.

SHEET

OF

SCALE:  A

3/7
/20

25
 12

:15
:30

 P
M

Au
tod

es
k D

oc
s:/

/20
24

-2
60

 N
PS

 R
OM

O 
Ka

wu
ne

ec
he

 V
C 

DD
-C

A 
wO

tak
/20

24
26

0 N
PS

 R
OM

O 
KA

W
UN

EE
CH

E 
VI

SI
TO

R 
CE

NT
ER

_B
IM

36
0.r

vt

A201
JM / CR

REHABILITATE KAWUNEECHE VISITOR CENTER
ROCKY MOUNTAIN NATIONAL PARK

121
165639

326235
JM / VC / MS

CR / EMH

03/07/2025 69 174

EXTERIOR
ELEVATIONS

NOT FOR
CONSTRUCTION

PRELIMINARY
100% DRAFT CD

SCALEA201 A
WEST BUILDING ELEVATION - OVERALL4

SCALEA201 A
NORTH BUILDING ELEVATION - ADMIN WING2

SCALEA201 A
EAST BUILDING ELEVATION - OVERALL3

SCALEA201 A
SOUTH BUILDING ELEVATION - ADMIN WING1

TRUE PLAN

80 168

SCALE OF FEET

KEYNOTES
02.07 REMOVE <E> WOOD BENCHES AT ABAAS COMPLIANT HEIGHT, RE: CIVIL
02.45 CAREFULLY REMOVE AND REINSTALL METAL RESTROOM SIGNAGE FOLLOWING EXTERIOR

PAINTING
04.01 PROVIDE <N> CONCRETE PARGE CAP AT TOP OF EXISTING STONE WALL, SLOPE TOP TO

DRAIN AWAY FROM BUILDING.
05.02 <N> METAL SLAT SCREEN AROUND NEW MECHANICAL EQUIPMENT. PROVIDE CONC PIER

FOUNDATION AT EACH POST. RE: STRUCT, MECH AND CIVIL.
06.06 REPLACE DETERIORATED OR CRACKED WD SILL IN KIND
06.13 REPAIR <E> BEAM END, RE: STRUCTURAL
06.15 FILL GAP AT TOP OF PILASTER WITH BACKER ROD AND SEALANT - PAINT TO MATCH

ADJACENT
07.01 <N> DOWNSPOUTS TO CONNECT UNDERGROUND TO STORM LINE, RE: CIVIL
07.10 INSTALL <N> WALL INFILL AT REMOVED DOOR. <N> 2X4 FRAMING, SHEATHING, PTD GWB,

AND PTD EXTERIOR FINISH MATERIAL TO MATCH <E> IN KIND.
22.07 <N> DRINKING FOUNTAIN WITH FREEZE PROTECTION, RE: PLUMB
23.01 <N> VENT, RE: MECH.

KEY PLAN
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02.21
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153 150
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22.07

09.13

02.45

FIRST FLOOR
100' - 0"

2
A105

152151

04.01

22.07

09.13

02.45

GENERAL NOTES
1.

2.

3.
4.
5.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL ELEMENTS/MATERIALS TO 
REMAIN. 
ALL EXTERIOR WOOD ELEMENTS (WINDOWS, BEAMS, SOFFITS, FASCIAS, TRIM, COLUMNS, ETC.) 
SHALL BE PREPARED AND REPAINTED. REFER TO A520 FOR EXTERIOR FINISH SCHEDULE. 
ALLOW 10% OF WOOD DUTCHMAN REPAIR. PAINT SURFACE MOUNTED PIPES AND CONDUIT TO 
MATCH ADJACENT.
GENTLE CLEANING OF ALL <E> MASONRY
REFER TO DOOR AND WINDOW SCHEDULES FOR FULL SCOPE OF WORK.
PROVIDE UV FILM AT ALL NON-SCHEDULED STOREFRONT WINDOWS. 
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EXTERIOR
ELEVATIONS

SCALEA202 A
WEST BUILDING ELEVATION - VISITOR CENTER4

SCALEA202 A
EAST BUILDING ELEVATION - VISITOR CENTER3

SCALEA202 A
WEST BUILDING ELEVATION - COMFORT STATION2

SCALEA202 A
EAST BUILDING ELEVATION - COMFORT STATION1

TRUE PLAN

NOT FOR
CONSTRUCTION

PRELIMINARY
100% DRAFT CD

80 168

SCALE OF FEET

KEYNOTES
02.21 CAREFULLY REMOVE AND SALVAGE <E> WIFI EXTENDER, RE: TECH. PATCH & PAINT

ATTACHMENT HOLES.
02.45 CAREFULLY REMOVE AND REINSTALL METAL RESTROOM SIGNAGE FOLLOWING EXTERIOR

PAINTING
04.01 PROVIDE <N> CONCRETE PARGE CAP AT TOP OF EXISTING STONE WALL, SLOPE TOP TO

DRAIN AWAY FROM BUILDING.
06.07 REATTACH LOOSE CORNER TRIM, RE: DETAILS
08.02 REMOVE INFILL AT INTERIOR OF WINDOW
08.04 <N> PLUMBING VENT PENETRATION, SEAL PERIMETER. RE: PLUMB
09.13 NEW T1-11 SIDING TO MATCH <E> DIMENSIONS AT VISITOR CENTER FASCIA
22.07 <N> DRINKING FOUNTAIN WITH FREEZE PROTECTION, RE: PLUMB

KEY PLAN



FIRST FLOOR
100' - 0"

121B 124 125108A
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HALL
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CONFERENCE

120

STOR

119

07.09
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A1 A1

32.03
10.01

12.06

FIRST FLOOR
100' - 0"

108A 105 104

06.03

AUDITORIUM

103

EXHIBIT
NO. 1
101

EXHIBIT
NO. 2
102

06.08

07.09

06.08

02.19

A1 A1 A1 A1 A1 A1 A1

A3
32.03

GENERAL NOTES
1.
2.
3.

4.
5.
6.
7.

8.
9.

10.
11.

12.

REFER TO ALL DISCIPLINES AND ENLARGED PLANS AND KEYNOTES  FOR THE FULL SCOPE OF WORK.
REFER TO SHEET G005 FOR WALL TYPES.
ADMIN WING/VISITOR CENTER FINISHED FLOOR ELEVATION: 100'-0" = USGS 8726.5'. COMFORT STATION 
FINISHED FLOOR ELEVATION: 100'-0" = USGS 8725.8'. RE: CIVIL
CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL ELEMENTS/MATERIALS TO REMAIN.
REFER TO FINISH PLAN AND SCHEDULE FOR ADDITIONAL INFORMATION.
PATCH ALL MISCELLANEOUS HOLES, TO MATCH ADJACENT, UON.
PATCH <E> FINISHES TO REMAIN AS NOTED. TRANSITION TO <N> FINISHES TO BLEND AND APPEAR 
SEAMLESS.
PATCH IN-KIND ALL FINISHES IMPACTED BY CONSTRUCTION ACTIVITIES. 
ALL EXTERIOR DOORS, WINDOWS, FASCIAS, SOFFITS, COLUMNS, BEAMS TO REMAIN SHALL BE 
PREPARED AND REFINISHED. 
REFER TO WINDOW AND DOOR SCHEDULE FOR FULL SCOPE OF <N> OR REHABILITATION WORK.
EXHIBIT DESIGN NOT SHOWN FOR CLARITY. REFER TO EXHIBIT DESIGN PACKAGE BY OTHERS. 
CONSTRUCTION, AND INSTALLATION BY OTHERS.
PAINT ALL EXPOSED CONDUIT TO MATCH ADJACENT WALL/CEILING FINISH WITH DIRECT TO METAL 
PAINT.

FIRST FLOOR
100' - 0"

AUDITORIUM

103

EXHIBIT
NO. 2
102

EXHIBIT
NO. 1
101

07.09

101B 101A

32.03

LEGEND
INTERIOR FACE OF EXTERIOR WALL: INSTALL <N> 2X FURRING, INSULATION 
FROM FLOOR TO STRUCTURE ABOVE, SEAL ALL <E> PENETRATIONS AND 
GAPS (FROM INSIDE WALL CAVITY ). INSTALL <N> GYP BD WALL FINISH FROM 
FLOOR TO STRUCTURE ABOVE. REINSTALL SALVAGED WD TRIM AND WD 
FURRING. RE: FINISH SCHEDULE FOR ADDITIONAL INFORMATION.
MODIFY AFFECTED WINDOW AND DOOR JAMBS AND  SILLS FOR INCREASED 
THICKNESS. 

NOT FOR
CONSTRUCTION

PRELIMINARY
100% DRAFT CD

SCALEA301 A
BUILDING SECTION - ADMIN WING3

SCALEA301 A
BUILDING SECTION - VISITOR CENTER LOOKING NORTH1
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BUILDING SECTIONS

80 168

SCALE OF FEET

KEYNOTES
02.19 <E> ACOUSTIC WALL PANELS TO BE REMOVED.
06.03 REINSTALL AND REFINISH 1X6 BOARD CEILING WITH <N> PLYWOOD SUBSTRATE PAINTED BLACK.

ASSUME 5% <N> REPLACEMENT BOARDS TO MATCH <E> IN SPECIES, GRADE, SIZE, AND FINISH
06.08 PROVIDE DUTCHMAN REPAIRS IN-KIND AS NEEDED TO REHABILITATE CONCEALED WD CORNER

MULLION. FINISH TO MATCH <E>
07.09 <N> MINERAL WOOL INSULATION ATTACHED TO UNDERSIDE OF ROOF DECK. R-38 MINIMUM. WRAP

DOWN ROOF FASCIA AND ACROSS SOFFITS TO MEET BUILDING WALL
10.01 <N> SURFACE MOUNTED FIRE EXTINGUISHER CABINET
12.06 INSTALL FLOOR-TO-CEILING BUILT-IN ADJUSTABLE WD SHELVING 2' DEEP WITH HEIGHT AND LENGTH

TO MATCH <E> CONFIGURATION.
32.03 <N> CONCRETE, RE: CIVIL AND STRUC

SCALEA301 A
BUILDING SECTION - VISITOR CENTER LOOKING SOUTH2


